H:PROJECTS\TRANSP\ 96/ 2532\ SIGNAL \PS&EJUNE\ Z999GP02.0GN

1-270 OFF-RAMP

3

IN A NORTH / SOUTH DIRECTION

UTILITY LEGEND

—A >MWnN=Eog

A PMNEO

GAS MAIN

WATER MAIN

SEWER MAIN
ELECTRIC CABLES
AERIAL CABLES
TELEPHONE CABLES

IS ASSUMED TO RUN

® o

@0 ® e

PROPOSED SIGNS

CONSTRUCTION DETAILS

INSTALL 27’ STEEL POLE WITH 50’ / 60’ TWIN MAST ARM,

SIGNAL HEADS, SIGNS, AND 20’ LIGHTING ARM WITH 250 WATT HIGH

PRESSURE SODIUM LUMINAIRE AT STA. 211415, RIGHT 18’ (NOTE:

t-3 IN. SCHEDULE 80 PVC CONDUIT BEND, AND 4-2 IN. X 90 IN ANCHOR BOLTS).

INSTALL NEMA SIZE 6 BASE MOUNTED CABINET AND CONTROLLER WITH ALL
NECESSARY EQUIPMENT (NOTE: 1-2 IN. SCHEDULE 80 AND 2-4 IN. AND 2-2 IN.
SCHEDULE 80 PVC CONDUIT BENDS).

INSTALL ELECTRICAL HANDHOLE.

INSTALL 3 IN. SCHEDULE 80, RIGID POLYVINYL CHLORIDE
ELECTRICAL CONDUIT (TRENCHED).

E?ﬁg?LL 24 IN. WHITE REFLECTIVE THERMOPLASTIC PAVEMENT MARKING TAPE (STOP

INSTALL 4 IN. SCHEDULE BO RIGID PVC ELECTRICAL CONDUIT { TRENCHED).
INSTALL GROUND MOUNTED SIGN.
INSTALL 4 INCH SCHEDULE 80 PVC (TRENCHED) FOR SERVICE FEED FROM PEPCD POLE SOUTHSIDE

OF PERRY PARKWAY. A PORTION OF THE CONDUIT (CROSSING PERRY PARKWAY) NEEDS TO BE SLOTTED.
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GENERAL NOTES

PAVEMENT MARKINGS DETAILED ARE PROPOSED AND
ARE TO BE INSTALLED BY THE CONTRACTOR IN
ACCORDANCE WITH SHA STANDARDS.

CONTRACTOR MUST VERIFY LOCATIONS OF ALL
PROPOSED GEOMETRICS PRIOR TO INSTALLING
SIGNAL EQUIPMENT.

ALt SIGNAL STRUCTURES ARE TO BE INSTALLED
TO FINAL GRADE.

ALL UNDERGROUND AND OVERHEAD UTILITIES
SHOWN ON THESE PLANS ARE SCHEMATIC AND

ARE TO BE CONSIDERED COMPLETE. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR NOTIFYING ALL
UTILITY COMPANIES PRIOR TO CONSTRUCTION

SO THAT ALL UTILITIES MAY BE LOCATED IN THE
FIELD. IF THE CONTRACTOR PERCEIVES THAT A
CONFLICT BETWEEN THE UTILITIES AND THE
TRAFFIC SIGNAL EQUIPMENT WILL OCCUR, THE
CONTRACTOR SHALL NOTIFY THE APPROPRIATE
PROJECT ENGINEER IMMEDIATELY.
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